
Pump Control Panels
CONTROL SYSTEMS





MIZU LOGIC PRO CONTROL PANEL

Mizu Logic Pro Control Systems are a complete line of simplex and duplex control panels that 
feature a versatile HMI touchscreen controller ideal for sewage, wastewater, and dewatering 
applications. 

Versatile & Reliable Level Control for Demanding Applications

FEATURES
•     Type 4X rated enclosure with a lockable latch,               
      dead-front inner door, and through door main 
      contact
•	 HMI displays tank level, pump run light(s), pump 

run time(s), cycle count for each pump and H.O.A. 
selector for each pump

•	 7" screen with 800 x 480 resolution
•	 Simple transducer calibration
•	 Adjustable set points for simplex and duplex   

models

•     Alarm horn sounds at 85 dB at 10 feet
•	 Alarm visible features: Red beacon alarm light
•	 Remote monitoring dry contacts: Pump Fault and 

High Level
•	 Upgraded pump protection: Motor protective 

switch(es) (Branch circuit protection, adjustable 
overload and disconnect)

•	 Advanced communications: Supports Mobus  
RTU/TCP and BACnet® IP/MSTP



MIZU LOGIC CORE CONTROL PANEL

STANDARD FEATURES

The Mizu Logic Core Control Panel Simplifies pump station operation with integrated PLC 
control, advanced communications, and built-in pump protections.  Designed for reliability, 
flexibility, and ease of installation.

Smart Pump Station Control Made Simple

•     NEMA 3R rated painted steel enclosure
•	 Lockable latch and dead-front with inner door
•     IEC rated motor starter with adjustable overload
•     Pump control with HOA switches for Pump #1 
       and #2
•	 Visible indicators for Run, Fault lights, and Power
•     Alarm indicators: Beacon light, seal fail leak, and           
       silence buttons
•     Alarm horn sounds at 85 decibels at 10 feet
•     Float-operation with transducer option
•     Elapsed time meters
•     Two-year limited warranty

•     Supports Modbus RTU/TCP and BCCnet® IP/  
       MSTP 
•	 Integrated PLC for control logic and sequencing
•	 Webservers for easy acess and configuration
•	 Master and slave pump operation
•	 Remote monitoring and control capabilities
•	 Power base designed for easy overload changes 

in a compact footprint
•	 Seal fail and thermal cutout pump protection

ADVANCED FEATURES
•     Type 4X rated enclosure
•	 Lockable latch and dead-front with inner door
•     IEC rated motor starter with adjustable overload
•     Pump control with HOA switches for Pump #1 
       and #2
•	 Visible indicators for Run, Fault lights, and Power
•     Alarm indicators: Beacon light, seal fail leak, and           
       silence buttons
•     Alarm horn sounds at 85 dB at 10 feet
•     Float-operation with transducer option
•     Elapsed time meters

•     Supports Modbus RTU/TCP and BCCnet®                            

           IP/MSTP 
•	 Integrated PLC for control logic and sequencing
•	 Webservers for easy acess and configuration
•	 Master and slave pump operation
•	 Remote monitoring and control capabilities
•	 Power base designed for easy overload changes 

in a compact footprint
•	 Seal fail and thermal cutout pump protection

FEATURES



MIZU LOGIC LITE CONTROL PANEL

STANDARD FEATURES

The Mizu Logic Lite control panels are pre-engineered simplex and duplex control panels.

Reliable, Pre-Engineered Pump Control System

•     NEMA 3R rated painted steel enclosure
•	 Lockable latch and dead-front with inner door
•     IEC rated motor starter with adjustable overload
•     Pump control with HOA switches for Pump #1 
       and #2
•	 Visible indicators for Run, Fault lights, and Power
•     Alarm indicators: Beacon light, seal fail leak, and           
       silence buttons
•     Alarm horn sounds at 85 decibels at 10 feet
•     Float-operation with transducer option
•     Elapsed time meters
•     Two-year limited warranty

•     Supports Modbus RTU/TCP and BCCnet® IP/  
       MSTP 
•	 Integrated PLC for control logic and sequencing
•	 Webservers for easy acess and configuration
•	 Master and slave pump operation
•	 Remote monitoring and control capabilities
•	 Power base designed for easy overload changes 

in a compact footprint
•	 Seal fail and thermal cutout pump protection

ADVANCED FEATURESFEATURES
•     Type 4X rated enclosure suitable for indoor or 
      outdoor installations
•	 Stainless steel lockable latches for enhanced        

security and corrosion resistance
•     HOA (Hand-Off-Auto) control switches with pump  
      run, fault, and power status indicators
•     High visibility alram beacon with test and silence 
      functions
•     Audible alarm horn sounds at 85 dB at 10 feet

•     Remote monitoring contacts for High Liquid Level,    
       Pump Fault, and Pump Run status 
•	 Enhanced motor protection including branch      

circuit protection, adjustable overloads,               
disconnect switch, and thermal cutout indication

•	 Factory-wired and tested for simplified                  
installation and startup



OIL SMART CONTROL PANEL

STANDARD FEATURES

Smart Oil Detection for Safe Water Discharge

•     NEMA 3R rated painted steel enclosure
•	 Lockable latch and dead-front with inner door
•     IEC rated motor starter with adjustable overload
•     Pump control with HOA switches for Pump #1 
       and #2
•	 Visible indicators for Run, Fault lights, and Power
•     Alarm indicators: Beacon light, seal fail leak, and           
       silence buttons
•     Alarm horn sounds at 85 decibels at 10 feet
•     Float-operation with transducer option
•     Elapsed time meters
•     Two-year limited warranty

•     Supports Modbus RTU/TCP and BCCnet® IP/  
       MSTP 
•	 Integrated PLC for control logic and sequencing
•	 Webservers for easy acess and configuration
•	 Master and slave pump operation
•	 Remote monitoring and control capabilities
•	 Power base designed for easy overload changes 

in a compact footprint
•	 Seal fail and thermal cutout pump protection

ADVANCED FEATURES

The EBARA Oil Smart® System automatically removes water while preventing oil from being 
discharged into the environment when paired with a manual sump pump. It provides audible 
and visual alarms for upset conditions, helping maintenance respond quickly while supporting 
compliance with ASME A17.1 Elevator Code and EPA SPCC regulations. Each system includes 
a lockable local disconnect and integrated controls for dependable oil detection, water 
removal, and continuous monitoring.

ESS100 (plug and play)
•	 Easy to install
•	 Includes 20' piggyback power cord 

and Oil Smart® Alarm
•	 High red beacon
•	 Alarm test and silence buttons
•	 Audible/visual indicators for presence 

of oil and water

FEATURES
ESSIM30-MD Single Phase & ESSIMTP3-MD Three Phase
•	 Oil Smart® Components
•	 Type 4X rated enclosure 
•	 Green pump run lights
•	 HOA switch for auto/manual operation of pump
•	 High red beacon
•	 Alarm test and silence buttons
•	 Audible/visual indicators for presence of oil and water
•	 Dry contacts for each alarm status
•	 Local, lockable disconnect

MADE IN THE U.S.A
E183129



ACCESSORIES

The Transducer Pro™ Submersible Level Transmitter is specifically  
designed to measure the liquid level in a wastewater or slurry tank 
referenced to atmospheric pressure. The transmitter consists of a 
piezoresistive sensing element, which is encased in 316 stainless 
steel housing.Transducer Pro™ is perfect for wastewater and slurry 
applications with features to protect the unit from these demanding 
applications.

The Float Pro® control switch is a narrow-angle or wide-angle control 
switch   used to monitor liquid levels in wastewater and sewage 
applications.  

The large diameter 316 stainless steel diaphragm seal is  non-clogging  and 
damage-resistant to floating solids. It comes equipped with a 270-pound 
tensile strength shielded and vented cable. Ventilation tube in the cable
automatically compensates for changes in atmospheric pressure above 
the tank. The vent is protected with a maintenance-free filter, which 
prevents particulate or water droplets from entering the transducer.

TRANSDUCER PRO™ SUBMERSIBLE LEVEL TRANSMITTER

FLOAT PRO® CONTROL SWITCH
Reliable Liquid Level Monitoring
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